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S2A THRU  S2M
Surface Mount General Purpose Silicon Rectifiers

Reverse Voltage - 50 to 1000 V

Forward Current - 2 A

Ratings at 25  ambient temperature unless otherwise specified.
Single phase half-wave 60 Hz, resistive or inductive load, for capacitive load current derate by 20 %.

 °C

Maximum DC Blocking Voltage

Peak Forward Surge Current 8.3 ms Single Half
Sine Wave Superimposed on Rated Load
(JEDEC Method)

Maximum Instantaneous Forward Voltage at 2 A

Parameter

Maximum Repetitive Peak Reverse Voltage

Maximum RMS voltage

Operating and Storage Temperature Range

Maximum Average Forward Rectified Current

at Ta = 65 °C

Maximum DC Reverse Current      Ta = 25 °C

at Rated DC Blocking Voltage        Ta =125 °C

1）Typical Junction Capacitance

2）
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Maximum Ratings and Electrical characteristics

    S2A                

Typical Thermal Resistance RθJA

 Measured at 1 MHz and applied reverse voltage of 4 V D.C

 2）Thermal resistance from junction to ambient at 0.375" (9.5 mm) lead length, P.C.B. mounted

1）

°C/W

C j

T , Tj stg

Symbols Units
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FEATURES

Super fast switching time for high efficiency
Low forward voltage drop and

    high current capability
Low reverse leakage current

Plastic material has UL flammability
    classification 94V-0

MECHANICAL DATA

X HXH

http://www.sdjingdao.com
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Fig.3  Typical Forward Characteristic
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Fig.2  Typical Instaneous Reverse 
           Characteristics
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Fig.1  Forward Current Derating Curve
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Fig.4  Typical Junction Capacitance
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S2A THRU  S2M
Surface Mount General Purpose Silicon Rectifiers

Reverse Voltage - 50 to 1000 V

Forward Current - 2 A
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